
(4) Each of the following general service fluorescent lamps manufactured on or after January 26, 2018, shall meet or 

exceed the following lamp efficacy standards shown in the table: 

  

 

Lamp type 

  

 

Correlated color temperature 

  

 

Minimum average lamp 

efficacy lm/W 

  

 

4-foot medium bipin ........................................ 

  

 

≤4,500K ................................................................ 

  

 

92.4 

  

 

  

 

>4,500K and ≤7,000K ...................................... 

  

 

88.7 

  

 

2-foot U-shaped ................................................. 

  

 

≤4,500K ................................................................ 

  

 

85.0 

  

 

  

 

>4,500K and ≤7,000K ...................................... 

  

 

83.3 

  

 

8-foot slimline .................................................... 

  

 

≤4,500K ................................................................ 

  

 

97.0 

  

 

  

 

>4,500K and ≤7,000K ...................................... 

  

 

93.0 

  

 

8-foot high output ............................................. 

  

 

≤4,500K ................................................................ 

  

 

92.0 

  

 

  

 

>4,500K and ≤7,000K ...................................... 

  

 

88.0 

  

 

4-foot miniature bipin standard output ...... 

  

 

≤4,500K ................................................................ 

  

 

95.0 

  

 

  

 

>4,500K and ≤7,000K ...................................... 

  

 

89.3 

  

 

4-foot miniature bipin high output .............. 

  

 

≤4,500K ................................................................ 

  

 

82.7 

  

 

  

 

>4,500K and ≤7,000K ...................................... 

  

 

76.9 

  

 

 


